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ring used on the first motor·driven, man·carrying aero· 
plane to make a flight from the ground. This machine, 
according to Mr. Herring, was propelled by a small com· 
pressed·air motor. On October 22, 1898, he informs us 
that it flew with its operator a distance of 72 feet in 
8 seconds against a 25·mile·an·hour wind. Another 
exhibit of great interest at the p resent time, in view 
of the claims of remarkable flights made by the Wright 
brothers last summer, was the four· throw crankshaft 
and flywheel of the motor said to have been used on 
their machine when, on December 17, 1903, they made 
their first flight with a motor·driven aeroplane at Kitty 
Hawk, N. C. These experimenters claim to be using 
the same cylinders with their latest machine, the motor 

of which they have fitted with a lighter crankshaft. 
The crankshaft shown weighed in the neighborhood of 
30 pounds. 

Among the model self·propelled aeroplanes shown, 
those of Prof. Langley should undoubtedly have first 
men tion. The steam·driven machine flew about half 
a mile over the Potomac River at Quantico, Va., a little 
less than ten years ago, or on May 6, 1896. This was the 
first flight of a motor·driven aeroplane. The gaso· 
line·propelled model (which has a five·cylinder air· 
cooled motor, the cylinders hei:!g arrange:! in a circle) 
made numerous shorter flights in August, 19 03. Prof. 
Langley's models are constructe':! on the following pl:me 
principle. The original inventer of this device, which 
was first brought out about IS 73, was Mr. Drown, and 
samples of Brown's "bi·planeo," as th'2Y a:-e termed, 
are shown on page 93. A lift cf c:-:i:, r.bct:t ::0 pcu:lds 
to the horse·power is possible with this system, as 
against a lift of from 100 to 150 pounds per horse· 

power with the superposed plane type. In actual prac· 
tice Langley obtained about 18 pounds lift. Langley's 
complete steam machine weighed 30 pounds, while the 
motive plant developed 11.4 B. H. P. The gasoline 
model was one·quarter the size an j Cile sixteenth the 
weight of Langley's man·carrying m:::.c�ine. It weighed 

58 pounds, of which 10 pounds was in the 10 horse· 
power engine. As to the actual fli;;:l:S cf these rna· 
chines, there can be no question, fer the cne on the 
date mentioned was witnessed by Prof. Bell, and pho· 
tographs were taken of the machine in fl:gJt. 

Another interesting model is that exhibited by Mr. 
Herring, and which he claims has made numerous suc· 
cessful flights. When tethered to a high pole with a 
long cord, this machine is said to have flown 15 miles 
in a circle in December, 1902, and to have stopped 
only when the gasoline supply gave out. A single·cy· 
linder, air·cooled gasoline motor having mechanically· 
operated inlet and exhaust valves and a make·and·break 
igniter, all worked from a single cam, and carrying a 
small propeller on its crankshaft, was shown on this 
machine. The weight of the motor was said to be only 
2 pounds, and its maximum horse·power 0.51 at 3,400 
R. P. M. In flight, however, the engine only made 
about 850 R. P. M. and dpveloped but 0.07 horse·power. 
The aeroplanes of this model (which is shown in the 
lower left·hand picture on the preceding page) were 
514 feet long by 14 inches wide, and the 19·inch pro
peller which was fitted drew them through the air at a 
speed of about 30 miles an hour. This machine is 
of the usual rectangular, curved, superposed plane 
type invented by Chanute and Herring about the 
year 1896. Its successful operation is said to be 
due to an equilibrium·maintaining device which its 

inventor prefers to keep secret. No photographs 
of this or of larger man·carrying machines in flight 
were shown, nor has any trustworthy account of their 
reported achievements ever been published. A single 
blurred photograph of a large birdlike machine pro· 
pelled by compressed air, and which was constructed 
by Whitehead in 1901, was the only other photograph 
besides that of Langley's machines of a motor·driven 
aeroplane in successful flight. In order at least partial· 
Iy to substantiate their claims, it would seem as if 
aeroplane inventors would show photographs of their 
machines in flight. This has been done by Mr. Maxim 
and Prof. Langley; and on account of his desire to 
secure photographs of his tetrahedral kites in mid·air, 
Prof. Bell uses red silk in their construction instead of 
nainsook, which he prefers, but which, owing to its 
light color, is difficult to photograph. 

In contrast to the great secrecy of the later aero· 
plane experimenters, should be noted the free manner 
in which that first great experimenter in gliding flight, 
Otto Lilienthal, gave the results of his experiments 
to the world. One of the early gliding machines used 
by him in 1893 was exhibited, and a photograph of this 
machine is to be seen on page 93. Had it not been for 

his untimely death in 1896, from the breakage of his 
machine while in flight, there is scarcely any doubt that 
he would have solved the problem of the motor·driven 
aeroplane some years ago; for he was not only a thor· 
ough mathematician and phYSiCist, a clever construe· 
tor and mechanical engineer, but he was also possessed 
of that daring and physical dexterity which is a valu· 
able aid to one attempting to solve such a problem. 

One of the most interesting p.'\hP)i'!; W:lS Prof. 

Bell's tetrahedral kite shown on the preceding page, 

and a 408·cell model of the huge l,300·cell man·carrylng 
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kite "Frost King," which was fully described in SuP· 
{'LEMENT No. 1432, and which carried over 280 pounds. 
DeiJl)ite the apparent frail structure of these tetrahedral 
cells, their great strength when assembled was demon· 
strated by the pl�cing of a 190·pound man upon a mass 
of 100 or more without damage. The kite we illustrate, 
by means of its tipping tail worked by a pendulum in 
the bow, will descend in long graceful curves when reo 
leased in mid·air, and several times it has described 
complete circles before alighting, in much the same 
manner as does a soaring bird. 

Among other interesting exhibits were examples of 
balloon wicker baskets equipped with appliances for 
sketching and photographing the country, and for mak· 

ing weather observations. The frames of two dirigible 
balloons, the "Santos·Dumont NO. 9" and "The Cali· 
fornia Arrow," were exhibited. Both were equipped 
with air·cooled gasoline motors of the lightest construc· 
tion. 

A complete set of apparatus used by the weather bu· 
reau formed still another extremely interesting exhibit. 

The greatest credit should be given to the Committee 
of the Aero Club, and especially to its able secretary, 

Mr. Augustus Post, for the exhibit made at the Armory. 
Not only will this exhibit tend to stimulate interest in 
the art of flying, but, followed by the active interest of 
the Club in matters pertaining to the art, it should 
greatly promote the development and perfection of the 
practical flying machine. 

• t ••• 

CRANGES AND IMPROVEMENTS IN THE EDISON 

NICKEL·IRON STORAGE CELL. 

The illustration shown herewith makes apparent the 
changes in construction of the nickel, or negative plate, 

THE IMPROVED EDISON STORAGE CELL. 

Note the tubes for holding the active material of the nickel plate now 
used in place of tile flat hriqup.ttes. which are still used in the Iron plate. 
The seam where the jar i. el�ctric.lly welded is seen at left uf the fluting. 
Tbe p lates are set in bard rulober frames and separated by small square 
strlps. 

of the Edison alkaline storage cell. Actual use of some 
175 sets of automobile batteries has demonstrated that 
there is a loss in capacity, due to the separation of the 
ueti ve material from the con taining flat cases of the 
nickel plate. A new form of briquette, consisting of a 
rolled tube of perforated, nickel·plated, sheet steel, is 
soon to be used. These tubes are tightly packed with 
active material by a special machine, and they are then 
clamped into place in the plate by means of their 
twisted ends. The tubes are made from a small sheet 
of metal, which is rolled into the tubular shape and 
has its two ends joined together. Thus there is a joint 
running the entire length of each tube, but by twisting 
the ends of the tube and clamping them, it is impossible 
for any appreciable expansion of the latter to occur, 
and separate it from the active material within. A 
new form of binder other than flake graphite has been 
discovered, and this, together with the new construc· 

tion, is said to increase the total capacity of the cell 
from 10 to about 15 watt· hours per pound of complete 
cell. A 21 per cent solution of caustic potash is used in 
these cells, and three sizes are made, the smallest hav· 
ing a capacity of 110 ampere hours at a 30·ampere rate, 
and requiring 150 ampere hours to recharge it.· The 

Improvement In capacity will place the Edison cell at 
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the head ot the list for lightness. Regarding its dura· 
bility, Mr. Edison believes the new plutes will last for 
four years at least in actual service, and that they can 
then be renewed for about one·third their first cost. 

••••• 

ElectrIcal N ote8. 

According to the latest news which we receive con· 
cerning the electric installations in Japan, we find that 
all the cities whose population is above 10,000 in· 
habitants are lighted by electricity, and besides many 
of the towns are now equipped with electric tramway 
lines on the trolley system. Owing to the fact that 
the country is of a mountainous character, there are 
waterfalls to be found in abundance, and this natur· 
ally contributes to a great extent in the development 
of electrical enterprises. At present about 30 per cent 
of all the electric plants are operated by water power. 
The country is also greatly favored in possessing ex' 
tensive coal mines, so that the cost of running steam 
engines is not high. Among the large electrical en· 
terprises of Japan we may mention the Tokio Electric 
Light Company, which has a station of some 20,000 
horse·power capacity at a distance of 20 miles from 
the capital. The Tokio Electric Power Company kas 
an electric plant of no less than 40,000 horse-power, 
and the municipal station of Tokio has a capacity of 
2,500 horse·power. At Osaka, which is one of the 
leading commercial cities, there are several electric 
stations already running. One of the recent projects 

to be carried out by the Uji River Hydro·electric Com· 
pany relates to installing a water power plant at 20 
miles from Osaka, and it will use upward of 35,000 
horse·power. 

According to recent information relating to the 
Jungfrau p.lectric road, the tunnel which ends at the 
Mer de Glace wa5 finished about the middle of June. 
At. present, the stations of the line comprise the start· 
ing pOint at Petite Scheidegg (6,710 feet altitude), the 
second station of Eiger Glacier (7,550 feet altitude), 
third, Rotstock (8,220 feet), Eigerwand (9,330 feet), 

and lastly the Mer d e  Glace (10,280 feet altitude). 
The service of the road is assured by six electric loco· 
motives of the three·phase type, of which three have 
been buiit by the Brown·Boveri Company and the reo 
mainder by the Oerlikon Company, both of Switzer· 
land. The current for the road, which takes 7,000 volts 
primary tension and 500 secondary, comes from the 
large hydraulic plant of Lauterbrunnen. A fall on the 
Lutschine River furnishes some 2,500 horse· power to 

the turbine. According to Guyer and Zeller's project 
the new part of the electric road, which remains to be 
built, is to run in a straight line toward the west and 
rise on a low grade to the station of Jungfrauenjoch 
(11,058 feet altitude). From there it will reach the 

Jungfrau station which is to be cut in the rock. This 
latter station will be equipped with an electric eleva· 
tor which is to run up to the highest point of the 
mountain and lies at an altitude of 13,545 feet. 

Our readers will doubtless remember the description 
of an improved and simplified type·setting telegraph . 

apparatus called "teletyper" (Fe1'ndnwke1') we publish· 
ed in these columns some time ago. We learn from an 
article in the Elektrotechnischer Anzeiger that after 
a central station had been installed two years ago to 
enable subscribers to the novel system to communicate 
with each other as well as with the Wolff telegraph 
office and other information bureaus, the same service 
if; to be utilized now for general telegraphic purposes. 
The imperial postal department has in fact ordered a 
set of teletypers to be used in connection with Berlin 
intra·urban telegraphy. The practice so far usual in 
ccnnection with urban telegrams was to convey these 
through a network of pneumatic tubes. Though the 
speed of pneumatic dispatch carts, equal to that of ex· 
press trains, be considerable, this means of conveyance 
of the records still requires a certain amount of time. 
The pneumatic tubes radiate toward the telegraph office, 
where they are combined. Though immediate connec· 
tions between the various stations be available, there 
was the necessity of shifting the telegraph records. 
The adoption of teletypers will doubtless accelerate the 
dispatch of telegrams. A new exchange is to be install· 
ed for this purpose in connection with the central 
telegraph office. All the pneumatic dispatch offices are 
to be equipped with a teletyper and to be connected 
immediately to the central telegraph office. It may be 
mentioned that the number of these offices amounts to 
67. The teletypers are intended for the beginning to 
convey the intra·urban telegrams which are largely 
used in Berlin. Practice will show in how far this 
scheme would be available also for the conveyance of 
outside telegrams from and to the central telegraph of· 
flee. Like the telephone, the teletypers can communi· 
cate Immediately with each other, while capable of 
simultaneous communication with the same station, 
whence the same telegram can be transmitted to all of 
them. As the record is obtained simultaneously in 
both the transmitting and receiving apparatus, there is 

every facility of checking its correctness. The main 
advantage of the teletyper is, however, its ease of 

manlpulatioll, requiring but lltUe skill. 
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